Scheda tecnica / Data sheet
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STAND PER AMPLIFICATORI | POWER AMPLIFIERS STAND
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Sahara Statuario
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STRUTTURA
Modulare a 4 gambe con cilindri torniti dal pieno in acciaio inox e
semisfere regolabili in altezza

STRUCTURE
Modular 4-leg structure with stainless steel cylinders turned from solid
and height-adjustable half-spheres. Carbon connectors.

f Piedini in carbonio.
/’“\ i SPESSORE DEI RIPIANI THICKNESS OF THE SHELVES
S Da 30 a 50 mm From 30 to 50 mm

ALTEZZA DEI RIPIANI
Da 150 a 350 mm

HEIGHT BETWEEN SHELVES
From 150 to 350 mm

DIMENSIONI D'INGOMBRO
665 x 545 mm (L x P)

OVERALL DIMENSION
665 % 545 mm (W x D)

<-""--_~.~,, DIMENSIONI UTILI USEFUL SIZE
T 665 x 545 mm (L x P) 665 x 545 mm (W x D)
-’“};, DIMENSIONI UTILI RIPIANO SUPERIORE

TOP SHELF USEFUL SIZE

CAPACITA' DI CARICO
80 kg

LOAD CAPACITY
80 kgs

DISACCOPPIAMENTO

Tramite dischi in gomma nitrilica sotto il rack e rondelle in elastomero
tra la struttura e il ripiano.

Piedini in carbonio.

DECOULPING
By nitrible rubber discs under the rack and elastomer washers between
the structure and the shelf. Carbon connectors.

NOTE
Rack totalmente modulare con possibilita di espansione in aftermarket

NOTE
Fully modular rack. Always expandable and upgradeable.
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